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Description:

Model 9201 valve combines a heavy-duty, balanced cage valve with pneumatic diaphragm actuator for 

applications where leakage is not critical. The spring-type actuator provides either direct or reverse action 

as specified.

Accessories:

•  Side-mounted pneumatic and electro-pneumatic positioners

•  Top- or side-mounted handwheel

•  Micro Switch precision switches

•  Solenoids

•  Air sets

•  Flushing connection (1/4” N.P.T)

•  Drain connection:

 3/8” N.P.T. for 1-1.5” (50-40mm) valves

 1/2” N.P.T. for 2-8” (50-200mm) valves

 3/4” N.P.T. for 10-16” (250-300mm) valves

SPECIFICATIONS

Actuator

Type 

Pressed steel diaphragm case plates and heavy duty, cast iron yoke.
Finished in blue corrosion-resistant enamel.

Diaphragm Material Molded of Buna N with nylon insert. Ambient temperature range of -20° to 180°F (-29° to 82°C). 
Other materials available for higher or lower temperatures.

Spring Totally enclosed.

charts.

Air Pressure
(Air-to-diaphragm)

Normal: 18, 35 or 50 psi (124, 241 or 344 kPa).
Maximum: 50 psi (344 kPa). 35 psi (241 kPa) for size 24 actuator.

1/4” NPT. 

Body

Type Balanced, straight-through, cage type. Non reversible.

Material

Sizes Threaded and socket welded ends: 1, 1.25, 1.5 and 2” (25, 32, 40 and 50mm).
Flanged ends: 1, 1.25, 1.5, 2, 2.5, 3, 4, 6, 8, 10, 12 and 16” (25, 32, 40, 50, 65, 80, 100, 150, 200, 
300 and 400mm).

Cast iron with threaded ends: 250 lb. ANSI B16.1 in 1, 1.25, 1.5 and 2” (25, 32, 40 and 50mm).

steel with threaded ends: 600 lb. ANSI B16.34 in 1, 1.25, 1.5 and 2” (25, 32, 40 and 50mm). 

900 lb ANSI B16.34 in 1.5, 2, 2.5, 3 and 4” (40, 50, 65, 80 and 100mm).
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SPECIFICATIONS

ORDERING DATA

Please Specify:

• Valve Model 9201

• Size

• End connections

• Bonnet

• Packing

• Trim material

• Spring range

• Actuator size

• Action (air-to-close or air-to-open)

Bonnet

Type Plain: For process temperatures between 32° to 450°F (0° to 232°C). Die formed graphite packing 
can be used for temperatures up to 750°F (399°C).
Extension Column: For process temperatures from -150° to 32°F (-101° to 0°C). 
Radiation Fin: For process temperatures from 450° to 1050°F (232° to 615°C). Not furnished with 
cast iron bodies. Bellows seal: Used when a positive stem seal is required, for process tempera-
tures up to 750°F (399°C). 

Packing Bolted Box: PTFE graphite, spring-loaded PTFE or die-formed graphite.

Trim

Material

Plug-Stem
Assembly

Welded 316 stainless steel assembly is standard up to 4” (100mm); sizes 6-16” (150-600mm) are 
pinned.

Cage One piece with seat machined into cage.

Reduced Trim One piece and dimensionally the same as full capacity cages.
Reduced Cvs, as shown on Cv chart, with only a cage change.

Valve Travel

Leakage

* Stellite is registered trademark of Stoody Deloro Stellite, Inc.
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FLOW COEFFICIENTS
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ACTUATOR SHUT-OFF CAPABILITIES
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ACTUATOR SHUT-OFF CAPABILITIES
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ACTUATOR SHUT-OFF CAPABILITIES
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ACTUATOR SHUT-OFF CAPABILITIES
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ACTUATOR SHUT-OFF CAPABILITIES
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DIMENSIONS
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Guarantee

-

to return products or parts for replacement as herein provided, of failure to install, operate, and maintain said products or parts according 

-

Factory Service Personnel. All orders accepted shall be deemed accepted subject to this guarantee, which shall be exclusive of any other 

THE FOREGOING OBLIGATIONS ARE IN LIEU OF ALL OTHER OBLIGATIONS AND LIABILITIES INCLUDING WARRANTIES OF FITNESS OR 
MERCHANTABILITY OR OTHERWISE, EXPRESSED OR IMPLIED IN FACT OR BY LAW, AND STATE NOR’EAST CONTROLS AND EXCLUSIVE 
LIABILITY AND PURCHASER’S EXCLUSIVE REMEDY FOR ANY CLAIM IN CONNECTION WITH THIS SALE OR FURNISHING OF SERVICES, GOODS, 
OR PARTS, THEIR OWN DESIGN, SUITABILITY FOR USE, INSTALLATION OR OPERATION.

70 Ingersoll Drive, Portland ME 04103 . phone 207-781-8831 . fax 207-781-8830

ALLAGASHINTERNATIONAL.COM

Sales and Service


